
DATASHEET

C
E

P
R

O
_

P
F

S
_

P
V

C
_

o
u
td

o
o
r_

w
e
ld

in
g
_

H
D

_
w

e
ld

in
g
_

te
n
t_

3
0
0
_

4
0
0
_

w
id

e
_

1
E

N
	

V
e
rs

io
n
 0

0
1
 -

 C
h
e
c
k
 o

u
r 

w
e
b

s
it
e

 f
o

r 
th

e
 l
a

te
s
t 

v
e

rs
io

n
.

INFOSHEET

Commercial 1/1 Certification 1/1 Safety 1/3

CEPRO WELDING TENT HEAVY DUTY 

Characteristics
 	 all covers are interconnected with 
	 water-repellent zippers
 	 A HD tent consists of at least 1 roof cover 	
	 and 2 front covers
 	 storm strap and elastic straps are included
 	 front an back can be closed with a rope-lock 

 	 made from matt light grey 570 gr/m2 
	 PVC fabric
 	 the PVC fabric is self-extinguishing and 
	 conforms to French M2 	standard
 	 fitted with an all-round 200mm mud spat 
	 protection skirt  
 	 fitted all-round with reflective striping

Description
CEPRO welding tent heavy duty with reflective 
striping. 

Application
CEPRO welding tents are extremely suitable 
for work in the open air. Work can be continued 
for longer periods and due to the improvement 
of working conditions, sick leave will be greatly 
reduced.ets.

Manufacturers recomendations
	The cover and frame  should be checked 
	 at regular intervals.
	Regularly check the cover and frame for tear 
	 and/or other damage. 
	Replace the cover and or frame when 
	 necessary

Technical
Specifications 1/2

UK

Dimensions
	standard widths 300 and 400 cm, sides are 	
	 200cm high with a ridge-height of 240cm.


